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Preface

The following conventions have been used in this document:

[HELVETICA FONT]

Used to indicate keys to be pressed. For example, press
[RETURN].

Couri er Font

Used to indicate entries to be typed at the keyboard, operating
system commands, titles of windows and dialog boxes, file and
directory names, and screen text. For example, type the
following command at the prompt:

set env boot -devi ce di skN

"Quotation Marks" Used to indicate prompts and messages that appear on the
screen.
Italics Used for emphasis.
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1. Introduction

11 Overview

The Defense Information Infrastructure (DI1) Common Operating Environment (COE)
Version 3.0.1.0 Kernel Patch 1 (HP-UX 10.20) encompasses the following changes:

(1) Profile switching has been modified to allow icon launching and menu switching after a
profile switch or merge. Reference the DIl COE Security Manager’s Guide for more
information about accounts and profiles.

(2) The following icons were removed from the Deskt op_Tool s folder and the
Deskt op_Apps folder for security reasons:

Deskt op_Tool s folder
—Execut e Conmand
—NMake

—Shred File
—Text Editor (Vi)

Deskt op_Apps folder
——Create Action
—Text Editor

(3) A link to the shared library (libXm.dl) was created on the kernel to allow applications to
use libXm.d instead of the static version.

Reference the DIl COE Version 3.0.1.0 Version Description Document for the Kernel Patch 1
for more information about the DIl COE Kernel Patch 1.

ThisDIl COE Version 3.0.1.0 Kernel Patch 1 (HP-UX 10.20) tape is a patch segment and must
be installed after the HP-UX 10.20 Operating System and the DIl COE Kernel. Reference the
DIl COE Kernd Installation Guide (HP-UX 10.20) for instructions on installing the

HP-UX 10.20 Operating System and the DIl COE Kernel.
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12 Referenced Documents
The following documents are referenced in thisinstallation guide:

C Defense Information Infrastructure (DI1) Common Operating Environment (COE)
Version 3.0.1.0 Version Description Document for the Kernel Patch 1 (HP-UX 10.20),
DI1.3010.HP1020.KernelP1.VDD-1, Inter-National Research Institute (INRI),

May 9, 1997

C Defense Information Infrastructure (DI1) Common Operating Environment (COE)
Version 3.0.1.0 Kernel Installation Guide (HP-UX 10.20), D11.3010.HP1020.1G-1,
Inter-National Research Institute (INRI), April 14, 1997

C Defense Information Infrastructure (DI1) Common Operating Environment (COE)
Version 3.1 System Administrator’s Guide (HP-UX 10.20 and Solaris 2.5.1),
DI1.31.HPSOL.AG-1, Inter-National Research Institute (INRI), April 14, 1997.

4 May 9, 1997



DI1.3010.HP1020.Kernel P1.1G-1

2. Kernd Patch Installation

ThisDIl COE Version 3.0.1.0 Kernel Patch 1 (HP-UX 10.20) tape is a patch segment and must
be installed after the HP-UX 10.20 Operating System and the DIl COE Kernel. Reference the DI
COE Kernd Installation Guide (HP-UX 10.20) for instructions on installing the HP-UX 10.20
Operating System and the DIl COE Kernel.

Follow the steps below to install the DIl COE Version 3.0.1.0 Kernel Patch 1 (HP-UX 10.20)
segment. Reference the DIl COE System Administrator’ s Guide (HP-UX 10.20 and Solaris
2.5.1) for more information about installing segments.

STEP 1. Load thepatch tape. Load the patch tape into atape drive.

STEP2: Login assystem administrator. Typesysadni n at the Name prompt and press
[RETURN].

STEP3: Enter thesysadmi n password. Typethesysadni n password at the Passwor d
prompt and press [RETURN]. The System Administration software appears.

STEP4: Select the segnent | nstal | er option. Select the Segnent | nst al | er option
from the Sof t war e pull-down menu. Thel nst al | er window appears (Figure 1).

NOTE: Ensure that you can see the whole window by clicking on the bottom right edge of the
window and dragging the trackball or mouse outward to enlarge the window.

=] -]

File Source Installed Contents

Source Available Disks
. Disk || actual || available || Selected || Reserved |
B e Dt hootie /h 24258MB | 16614 ME | 000 MB 76.44 MB
JShomez 527,46 MB G58.07 ME Q.00 MB 169.39 ME

Select Source| Read Contentsl

Currently Installed Segments

Type Mame Version Class  Size Disk _
S5 COE Component Parent 1.0.0.2 0] 293MB  /h E
S5 Password 1.0.0.0 o] 584 ME /h J
S5 »% Display Manager 1.0.0.0 0] 069 ME  /h

S Console window 1.0.0.1 U 1.84MEB  /h

s/ |peadman U | /h

S5 User Management 1.0.0.0 0] 485 ME /h 7

Release Notes| Deinstall Software

| Exit |

Figure 1. Installer Window
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STEPS:

STEP 6:

Check theinstallation device. The Sour ce panel displays the name of the host
machine and the name of the installation device. The device selection defaults to
the DAT drive on the local machine. Click onthe Sel ect Sour ce button in the
Sour ce panel to open the Sel ect Sour ce window (Figure 2) if you want to select
the REMOTE option to install from a remote machine.

|

Host Device
(T/LOCAL | |  JCARTRIDGE |_)CD-ROM
_JREMOTE| | (7 DAT _JEXABYTE

NEPWORK ) OTHER

| Ok | Cancell L

Figure 2. Select Source Window

Read thetable of contents of the DAT. Click onthe Read Cont ent s buttonin
the Sour ce panel. The mediais scanned, and the | nst al | er window adds the
Sel ect Software To Install panel. Thispanel listsstheDl | COE 3.0.1.0
Kernel Patch 1 segment, which isthe patch to be installed. Figure 3 shows a
sample | nst al | er window withasel ect Software To Install panel.

[- ™

File Source Installed Contents

Available Disks

LOUrCe

Select Source

Read Contents |

Disk || Actual | available | Selected | Reserved |
Pove: pay T 19910514710 T 24239MB | 16595MB | 000 MB 76.44 VB
/homez | s27asMB | 85807MB | 000MB | 16939 ME

Currently Installed Segments

Tvpe Mame ersion Class  Size Disk _
S5 COE Component Parent 1.0.0.2 0] 293 ME  /h B
S Passwaord 1.0.0.0 8] 584 ME  /h J
S5 *® Display Manager 1.0.0.0 0] 069 ME  /h
SSw Console window 1.0.0.1 o] /h
5/w  |beadman U | /h b

Release Notes| Deinstall Software|

Select Software To Install

Type MName Wersion Class  Size Disk _

55w Sample Aggregate Segment 1.0.0.0 §] 012ME  /h K

ACCTGRP  Sample Account Group Segment  1.0.0.0 §] 0.07 ME  /h J

COTS Sample COTS Seament 1.0.0.0 U 0.02 ME /h

DATA Sample Data-Global Segment 1.0.0.0 §] 0.02ME  /h /
| Exit |

Figure 3. Installer Window with Select Software To Install Panel
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STEP7: Select the segment that you want to install. Click ontheDi | COE 3.0.1.0
Kernel Patch 1segmentinthesSel ect Software To Install panel to select it
for installation. The Avai | abl e Di sks panel then displays the mounted disk drives
on the system and the remaining available disk space as the segment is selected.

STEP8: View release notesfor the segment. Click onthe Rel ease Not es button in the
Sel ect Software To Install panel to display release notesfor the DI 1 COE
3.0.1.0 Kernel Patch 1segment. The RELEASE NOTESwindow appears.
Figure 4 shows a sample RELEASE NOTES window.

Mame: Patch 2 to COE 3.0 Version: 1.0.0.2P2
Currently Instslled

RELEASE NOTES ]

fThis is a Patch segment to the COE, It replaces most of the major underlying
executables that run the COE,

0K I FRINT

Figure 4. RELEASE NOTES Window

May 9, 1997 7



DI1.3010.HP1020.Kernel P1.1G-1

STEP 9:

View segmentsthat need to beinstalled. Click on the Requi r es buttonin the
Sel ect Segnent To Install panel. The REQUI RED SEGVENTSwindow appears,
which lists the COE 1.0.0.2 segment, which needs to be installed before installing
theDl | COE 3.0.1.0 Kernel Patch 1segment. The COE 1.0.0.2 segment was
installed as part of the DIl COE Version 3.0.1.0 kernel. Figure 5 shows a sample
REQUI RED SEGVENTSwindow.

WAME:......... Sample Aggregate Segment
WVERSION:......1.0.0.0

M AME WVERSION

COE Component Parent 1.0.0.2

_ox |

Figure 5. REQUIRED SEGMENTS Window

NOTE: You do not need to click onthe Confli ct s buttoninthe Sel ect Segnent To
I nstal | panel becausethe DI1 COE 3.0.1.0 Kernel Patch 1segment hasno conflicting

segments.

STEP 10:

STEP 11:

STEP 12:

STEP 13:

Begin theinstallation process for the segment. Click onthel nst al | button
oncethe DI1 COE 3.0.1.0 Kernel Patch 1segment isselected. The

Install er Statuswindow appears, which shows the segment to be installed and
the size of the segment. This window also shows a Per cent Conpl et e status bar,
which shows the status of the installation.

Ensure the segment installed correctly. Once the installation is complete, the
DIl COE 3.0.1.0 Kernel Patch 1segment appearsinthecCurrently
I nstall ed Segnents panel of thel nst al | er window.

Display a detailed log of theinstallation process. Select thel nstal | ati on Log
option fromthe nst al | ed pull-down menu once installation has completed to
display a message stating that the patch installed successfully.

Exit thel nst al | er window. Click onthe Exi t buttonto exit thel nstal | er
window once you have installed the DI1 COE 3.0.1.0 Kernel Patch 1
segment.
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